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Note : The product being combination of various raw materials, there are chances of variations in colour and viscosity. The property 
and application of the product will remain same.
Store within 5ºC to 35ºC in original pack with tightly closed.

The above information on application on leather is given in accordance to the best of our knowledge and our lab applications. As the usage 
of the product by the consumer is not under our control, we are not liable for any sort of claims or reimbursements. The product is given 
without any guarantee/warranty in connection to end use.
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ZSIVILAC EC97
High Shine Lacquer

Chemical composition Nitrocellulose with solvent 

Appearance Clear Oil

Solids Approx 24 %

Film Character High gloss, Stretch and clear

Storage Up to 6 months from date of manufacture 

Properties and Application :

 » ZSIVILAC EC97 is a high shine thinner soluble lacquer based on Nitrocellulose incorporated with special 
additives to give waxy, bouncy touch.

 » ZSIVILAC EC97 is used as top coat to give clear, glossy, stretchy film with waxy and bouncy touch.

 » ZSIVILAC EC97 does not probate grain harshness.

 » ZSIVILAC EC97 with stands both very high and very low temperatures.  ZSIVILAC EC97 does not cause 
blushing even In temperatures below zero degrees due to high grade raw materials used.

 » Normally used in dilution with thinner with 1: 1 to 1:2 ratios.  It is recommended to use only virgin thinners 
as mixed thinners or low grade thinners will disable the property of the product.


